MULTIMEDIA RECEIVERS

DAC1025BT | 6.2” Multimedia Receiver | 2 DIN
- 6.2” LCD
- Rear USB (1A) and RCA AUX Inputs
- 3 Pair 4 V RMS Preamp Outputs (F/R/S)
- 240 W Peak Power (60W x 4) MOSFET
- Backup Camera Input
- 10 Band EQ
- 7 EQ Presets
- SWC Interface
- Wireless remote control
- Not a CD player

DVN927BT | 6.2” Multimedia DVD Receiver | 2 DIN
- 6.2” LCD
- Built-in iGo Navigation
- Front USB (1A) and 3.5mm AUX Inputs
- DVD/CD Playback
- Backup camera input
- 3 Preamp outputs (F/R/S)
- 200 W Peak Power (50W x 4)
- 7 Band EQ with 7 presets
- MP3/MP4 playback
- SWC input
- Remote control included & Smart Remote App available

XDVD256BT | 6.2” Multimedia DVD Receiver | 2 DIN
- 6.2” LCD
- DVD/CD Playback
- Front USB (1A) and 3.5mm AUX Inputs
- microSD card input
- Rear RCA A/V input
- 2 RCA video outputs
- 3 Pairs of RCA preamp outputs (F/R/S)
- Back-up camera input
- Built-in programmable SWC
- 7 Selectable EQ curves
- Wireless remote control

XDVD156BT | 7” Multimedia DVD Receiver | 1 DIN
- 7” LCD
- DVD/CD Playback
- Front USB (1A) and 3.5mm AUX Inputs
- microSD card input
- Rear RCA A/V input
- 2 RCA video outputs
- 3 Pairs of RCA preamp outputs (F/R/S)
- Back-up camera input
- Built-in programmable SWC
- 7 Selectable EQ curves
- Wireless remote control
## CD AND DIGITAL MEDIA RECEIVERS

<table>
<thead>
<tr>
<th>Model</th>
<th>Type</th>
<th>Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>DXDM228BT</td>
<td>CD Receiver</td>
<td>2 DIN</td>
</tr>
<tr>
<td>DC208BT</td>
<td>CD Receiver</td>
<td>1 DIN</td>
</tr>
<tr>
<td>DC505iBT</td>
<td>CD Receiver</td>
<td>1 DIN</td>
</tr>
<tr>
<td>XDM260</td>
<td>CD Receiver</td>
<td>1 DIN</td>
</tr>
<tr>
<td>DXRM58BT</td>
<td>Digital Media</td>
<td>2 DIN</td>
</tr>
<tr>
<td>XRM47BT</td>
<td>Digital Media</td>
<td>1 DIN</td>
</tr>
</tbody>
</table>

### DXDM228BT
- 8-character black/white LCD
- Front USB input (2.1A)
- Front panel 3.5mm AUX input
- 2 Pair of RCA preamp outputs (F/R)
- 4 Selectable EQ curves
- 200 W Peak Power (50W x 4)
- Wireless remote control

### DC208BT
- 8-character black/white LCD
- Front USB input (2.1A)
- 2 Pair of RCA preamp outputs (F/R)
- 4 Selectable EQ curves
- 200 W Peak Power (50W x 4)
- Partial detachable faceplate
- Wireless remote control

### DC505iBT
- 3.7” Wide 10-character black/white LCD
- Front USB (1A) and 3.5mm AUX Inputs
- 1 Pair of RCA preamp outputs
- 7 Selectable EQ curves
- 240 Watts MOSFET (60W x 4)

### XDM260
- 3.7” Wide 10-character black/white LCD
- 1 Pair of RCA preamp outputs
- 7 Selectable EQ curves
- 60 W Peak Power (15W x 4)

### DXRM58BT
- 8-character black/white LCD
- Front USB input (2.1A)
- Front panel 3.5mm AUX input
- 2 Pair of RCA preamp outputs (F/R)
- 4 Selectable EQ curves
- 200 W Peak Power (50W x 4)
- Wireless remote control
- Not a CD player

### XRM47BT
- 7-character black/white LCD
- Fixed panel
- 2 Pairs of RCA preamp outputs (F+R)
- 4 Selectable EQ curves
- Short chassis
- 200 W Peak Power (50W x 4)
- Wireless remote control
- Not a CD player
## Amplifiers, Subwoofers, & Speakers

### Amplifiers: Digital Low Profile Series

**DA301L** | Mono | 700W  
- 700 Watts Peak Power  
- 150 Watts x 1 RMS power @ 4 Ohms  
- 350 Watts x 1 RMS power @ 2 Ohms  
- Variable low-pass crossover (35Hz – 250Hz)  
- Variable subsonic filter (20Hz - 50Hz @ 12dB/octave)

**DA704L** | 4 Channel | 400W  
- 400 Watts Peak Power  
- 100 Watts x 4 RMS power @ 4 Ohms  
- 150 Watts x 4 RMS power @ 2 Ohms  
- Variable high and low-pass crossovers (35Hz – 250Hz)

### Sound Processors

**DSEQ505** | Wireless Smart EQ Processor for Smartphones  
- Control balance, fader and 7 band EQ with presets from a Bluetooth connected device (app required, Free download)  
- Works with Apple and Android smartphones & tablets  
- Bluetooth (A2DP) audio streaming with volume control  
- 3 Pairs of RCA preamp outputs (F/R/S)  
- Subwoofer gain control  
- Signal sensing for auto amp remote turn-on  
- High level (speaker wire) and low level (RCA) inputs

**BP9004** | Bass Restoration Processor  
- Maximum input/output levels: 15V RMS/13.5V RMS  
- Signal to noise ratio: -130dB  
- Frequency response: 10Hz – 100kHz, +/-1dB  
- Variable low frequency boost (35Hz ~ 80Hz)  
- Built-in line driver (2V, 5V, 7V, 10V)  
- Balanced/unbalanced RCA inputs

### Subwoofers & Speakers

**DSD122D** | 12" | 800W | DVC  
- 800 Watts peak / 400 Watts RMS (12")  
- 700 Watts peak / 3500 Watts RMS (10")  
- 2 + 2 Ohm voice coils (DVC models)  
- 4 Ohm voice coil (DSW101D)  
- Extra wide rubber surround  
- Pressed paper cone  
- Stamped steel frame  
- 75 oz. magnet

**DSD102D** | 10" | 700W | DVC  

**DSW101D** | 10" | 700W

**DS652** | 6.5” 2-Way Speakers  
- 100 Watts peak power  
- 50 Watts RMS  
- 86 dB sensitivity  
- 1” Tweeter  
- 2” Mounting depth

**BP1204** | Subwoofer Bandpass Enclosure  
- 1100 Watts peak / 600 Watts RMS  
- (2) 12” Low-Q optimized drivers with 45 oz. magnets  
- Brushed aluminum injection-molded woofer cones  
- Dual acrylic viewing windows  
- Computer-tuned acoustic chamber  
- Curved plexiglass viewing window  
- illumiNITE® cool blue illumination
**4” 3-Way Indoor/Outdoor Speakers**

**LU47PB | Black**
- 200 Watts Peak Power
- 50 Watts RMS
- 4” Polylite woofer
- 40mm Polycone midrange
- 20mm Piezo dome tweeter
- Weather resistant
- Nominal impedance 4-6 ohms

**LU47PW | White**

**5.25” 3-Way Indoor/Outdoor Speakers**

**LU53PB | Black**
- 125 Watts Peak Power
- 60 Watts RMS
- 5.25” Polylite woofer
- 40mm Polycone midrange
- 20mm Piezo dome tweeter
- Weather resistant
- Nominal impedance 6-8 ohms

**LU53PW | White**

**LUR66E | Weather-resistant Outdoor Rock Speaker**
- Weather-resistant, fiber reinforced poly-resin composite enclosure withstands rain, snow, sun and coastal environments
- Rust-resistant aluminum speaker grille
- 6.5” Woofer with rubber surround
- 3/4” Teteron dome tweeter
- RMS power: 60 watts
- Peak power: 150 watts
- Compact size: 9.63” h x 8.75” w x 8.75” d
- 10” Burial-rated pigtail speaker cable
- Sold individually

**ACCESSORIES**

**DMH25 | Screen Mirroring Wireless A/V Adapter**
- Plugs into the HDMI input on the compatible in-car receiver
- Communicates with a smartphone or tablet via WiFi Direct (2.4GHz)
- Supports up to 1080p video streaming
- Works with most Apple and Android devices
- Compatible with Miracast, Airplay, Airplay Mirroring, and DLNA standards
- For use with multimedia receivers with DualMirror™

**DMC15 | Screen Mirroring Wireless A/V Adapter**

**XCAM500 | Wireless Universal Backup Camera**
- 2.4 GHz Wireless connection with 35 ft typical range (XCAM500)
- Low profile surface-mount design
- Wide angle lens (170 degree) for greater behind vehicle visibility
- Standard RCA video connection
- Low LUX (<0.5) sensor for improved night viewing
- IP rating: IP67
- Image sensor: CMOS
- Back-up parking lines (On/Off)

**BUCAM200 | Universal Backup Camera**
- Plugs into the composite inputs on the back of the compatible in-car receiver
- Communicates with a smartphone or tablet via WiFi (5GHz or 2.4GHz)
- Works with most Apple and Android devices
- Compatible with Miracast, Airplay, Airplay Mirroring and DLNA standards
- For use with multimedia receivers with composite A/V inputs
All Marine Receivers Feature:

**MXD378SXM** | Digital Media Receiver

- 10 Character black/white LCD
- Front USB (1A) & 3.5mm AUX inputs
- 2 Pairs of RCA preamp outputs (F+R)
- 7 Selectable EQ curves
- 200 W Peak Power (50W x 4)
- MWR15 wired remote control compatible (sold separately)

**MXD337BT** | Digital Media Receiver

- 8 Character black/white LCD
- SXV300 SXM Tuner included (SiriusXM subscription required, sold separately)
- Front USB (2.1A) & 3.5mm AUX inputs
- 2 Pairs of RCA preamp outputs (F+R)
- 4 Selectable EQ curves
- 200 W Peak Power (50W x 4)
- MWR15 wired remote control compatible (sold separately)

**MCD237BT** | CD Receiver

- 120 Watts peak power
- 30 Watts RMS
- 35mm Dome tweeter / 13mm Piezo tweeter
- Frequency response: 45Hz – 17kHz
- Injection molded propylene cone
- 2.40” Mounting depth

**DMS365** | 6.5” 3-Way Speakers

- 120 Watts peak power
- 30 Watts RMS
- 35mm Dome tweeter / 13mm Piezo tweeter
- Frequency response: 45Hz – 17kHz
- Injection molded propylene cone
- 2.40” Mounting depth

**DMS369** | 6” x 9” 3-Way Speakers

- 200 Watts peak power
- 50 Watts RMS
- 58mm Dome tweeter / 18mm Piezo tweeter
- Frequency response: 42Hz – 17kHz
- Injection molded propylene cone
- 3.47” Mounting depth

**DMA3100** | 4-Channel | 1200W

- 1200 Watts Peak Power
- 75 Watts x 4 RMS power @ 4 Ohms
- 98 Watts x 4 RMS power @ 2 Ohms
- 140 Watts x 2 RMS power @ 4 Ohms (bridged)
- Variable high pass crossovers
- Low-level inputs
- Compact size: 1.6”x 8.97” x 3.1” (H x W x D)
- Conformal coated circuit boards
- IP66 Rated

**DMA5600** | 5-Channel | 600W

- 600 Watts Peak Power
- 50 Watts x 4 RMS power + 200 Watts x 1 RMS power @ 4 Ohms
- 75 Watts x 4 RMS power + 300 Watts x 1 RMS power @ 2 Ohms
- 150 Watts x 2 RMS power @ 4 Ohms (bridged)
- Frequency response: 20Hz – 30kHz (channels 1-4) / 15Hz – 250Hz (Sub)
- Variable high pass and low pass crossovers (15– 250Hz (FR/RR) / 35-250Hz (Sub))
- High level (speaker wire) and low level (RCA) inputs
- 4-Layer conformal coated PCB assembly
- IP66 Rated Waterproof
- Dimensions: 1.73” (H) x 12.6” (W) x 4.33” (D)

**MEQ15BT** | Wireless Smart EQ Processor for Smartphones

- Control balance, fader and 7 band EQ with presets from a Bluetooth connected device (app required, Free download)
- Works with Apple and Android smartphones & tablets
- Bluetooth (A2DP) audio streaming with volume control
- 3 Pairs of RCA preamp outputs (F/R/S)
- Subwoofer gain control
- Signal sensing for auto amp remote turn-on
- High level (speaker wire) and low level (RCA) inputs

Available in Black:

**BEQ25BT**